
LMT HELMET SPECS FORM 

Name:  

Ref.to:  

Date:  

Head Size:                     cm/inch                                                                     
                                                                                                      

Helmet Model 
PILOT 
TECH 
MEDIC

Shell Color  
White 
Black 
Other: RAL: 

Color Type Gloss 
Matte

Customized  
Logo / Name 

No 
Yes 

Send us your backgroundless hd logo 
to be placed underpaint   

Inner visor Clear 
Orange

Outer visor
Dark 
Green Iridium Mirrored 
Silver Mirrored

Impedance
High impedance 
Low impedance  
Dual Impedance (High+Low)

Downlead cable 
Coiled with TP 120-U174/U Plug 
Straight with TP 120-U174/U 
Plug 

Plug type: 



LMT PILOT COMMS 
HIGH IMPEDANCE

Speakers 300 ohm

Booms
Flexboom (1) 
Flex-Wire boom (1) 
Wireboom (2)

Microphones 

PA7X (1) 
M7A (1) 
M7DC (2) 
Umecobra : - Electrect without 
amplifier 3K Ohm Plug In (1) or 
Swivel (2) 
- Electrect with amplifier 6M 
Ohm Plug In (1) or Swivel (2)

Cables 3 ft Coiled  
3 ft Straight

LOW IMPEDANCE

Speakers 19 Ohm

Booms
Flexboom (1) 
Flex-Wire boom (1) 
Wireboom (2)

Microphones 
M101 (1) 
M87 (1) (2) 
Umecobra: 5 Ohm Plug In (1) or 
Swivel (2)

Cables 3 ft Coiled  
3 ft Straight 

DUAL IMPEDANCE

Speakers 300 Ohm

Booms 
Flexboom (1) 
Flex-Wire boom (1) 
Wireboom (2)

Microphones M101 (1) 
M87 (1) (2)

Cables 3 ft Coiled 
3 ft Straight 

Switch Switch box



LMT MEDIC COMMS 

HIGH IMPEDANCE 

LOW IMPEDANCE 

DUAL IMPEDANCE 

Speakers 300 Ohm

Booms Flexboom

Microphones PA7X 
M7A

Cables 3 ft Coiled 

Speakers 19 Ohm

Booms Flexboom

Microphones M101 Dynamic

Cables 3 ft Coiled

Speakers 300 Ohm

Booms Fleexboom

Microphones M101  
M87 

Cables 3 ft Coiled

Switch Integrated in the headset 


